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GreenTec is a Danish company specialized in machines for maintenance of green areas.

Since 1979, GreenTec has developed a comprehensive program of machines that are mainly 
used for grass mowing, windbreak maintenance and hedge trimming.

GreenTec A/S



HISTORY

1979: Company founded. Tractor & car dealer

1992: Import agreement with Spearhead 
Machinery Ltd initiated

1998: GreenTec started in-house production

2001: Quadsaw LRS 2001 was developed

2007: New manufacturing facilities

2010: Multi Carrier HXF was developed

2014: Kim and Thomas became Co-Owners of 
GreenTec together with John

2016: The manufacturing facilities were
expanded by 1,200 m²

2018: 26 years of collaboration with 
Spearhead ended

2018: Scorpion series was developed

2019: Flail mower FR series was developed



• 34 employees in development, production, warehouse, sales, marketing and administration

• Employees in Germany and France

• Facilities of 5500 m2

• 6500 spare part numbers in stock

• 1500 sold machines per year

• Dealers and customers in more than 30 countries

KEY FIGURES FOR 2020



PRODUCTS

4 models of
multi carriers

12 models of 
Scorpion boom mowers

The largest selection of 
tools in the market
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MULTI CARRIERS

HXF 2302 HXF 2802 & 2802 TELE HXF 3302 & 3302 TELEFOX



HXF MODELS

HXF 2302 HXF 2802 & 2802 TELE HXF 3302 & 3302 TELE



SIZE GUIDE FOR CHOOSING THE RIGHT HXF

HXF 2302:
Skid steers, compact tractors

HXF 2802:
Front end loaders < 150 hp, 

small loaders 4-8 tons interval

HXF 3302:
Front end loaders > 150 hp, 

loaders, telehandlers, 
backhoes



MODEL OVERVIEW

MODELS FOX HXF 2302 HXF 2802 HXF 3302

Mounting options
Skid steers, compact 

tractors, wheel loaders
and front end loaders

Skid steer loaders
and compact tractors

Front end loaders
and large skid steers

Large front end loaders, 
telehandlers, wheel loaders

and backhoes

Reach from center vehicle (m) 1.28 - 1.88 1.8 2.2 2.5

Transport width (m) 1.75 (with RI 80) 1.3 2.0 2.2

Minimum oil flow (l/min) 25 25 40 50

Alternative oil flow (l/min) 40 - 25 40

Weight (kg) 115 110 150 200



TELE MODEL OVERVIEW

TELE:
• Continuous adjustment of the reach

• Ability to cut material on narrow paths

• No need to exit the vehicle to get the 

machine in transport position

MODELS HXF 2802 T HXF 3302 T

Mounting options Front end loaders and large skid steers Large front end loaders, telehandlers, wheel loaders and backhoes

Reach from center vehicle (m) 1.4 - 2.2 1.6 – 2.5

Transport width (m) 2.4 2.5

Minimum oil flow (l/min) 40 50

Alternative oil flow (l/min) 25 40

Weight (kg) 175 230



BASIC VEHICLE INFORMATION

Requirements:
• Ability to adjust the driving speed in 

relation to the hydraulic flow

• View hydraulic requirements for each tool in 

the hydraulic section, e.g., number of 

outlets necessary with or without drain

• Specify bracket and quick release system 

on the loader



RIGHT OR LEFT HANDED MODELS

Right or left models:
• The Multi Carrier HXF series is 

available in right or left versions

• Ensure the best possible view to 

the tool from the driver’s seat



TOOL PLACEMENT

Tool placement:
• The location of the tool ensures 

that the cut-off material does not 

damage the tractor. The material 

will fall to the ground between 

the cutting head and tractor

• Excellent visibility to the tool. 

The lifting arms on the vehicle 

are not in the way

• Minimal driving on the cut-off 

material



HYDRAULIC OVERVIEW

Reqs. for hydraulic connections Standard HXF HXF TELE 

Mechanical cutting angle control 1 DW + drain -

Hydraulic cutting angle control 2 DW + drain -

Hydraulic cutting incl. E-control 1 DW + drain 1 DW + drain

Hydraulic:
• An oil flow divider is part of the standard 

equipment for the Multi Carrier HXF series

• Anti-cavitation valve built into the oil flow divider

• HXFs with hydraulic cutting angle has E-control. 

It is possible to use multiple functions 

simultaneously if the vehicle can supply enough 

oil

Reqs. for oil flows 2302 2802 3302 Drain 
necessary

Oil flow options (l/min) 25 25 or 40 40 or 50

LRS 1402 – 25 l/min X X - X

LRS 1602 – 40 l/min - X X X

LRS 2002 & 2402 – 50 l/min - - X X

RC 102 – 25 l/min X X - X

RC 132 – 40 l/min - X X X

RC 162 – 50 l/min - - X X

HL 152 – 25 l/min X X - -

HL 182 & 212 – 40 l/min - X X -

HS 172 – 40 l/min - X X -

HS 212 & 242 – 40 l/min - - X -

HX 170 & 230 – 50 l/min - - X -

RI 60 & 80 – 25/40 l/min X X - X

BR 70 – 25/40 l/min X X - -



FOCUS AREAS

SAFETY ERGONOMICS

EFFICIENCY TOOLS



SAFETY: Road safety

Road safety:
• Foldable for smaller transport width

• Securing the tool. Blades tucked away during transport

• Mechanical folding to transport position



SAFETY: Stable mounting and dismounting

Stable mounting:
• Secure and stable placement on the ground

• Easy to remount

• No support legs - Can be mounted anywhere



SAFETY: Counterweights

Counterweights:
• Ensure stability in the machine

• HXF 2302: 55 kg

• HXF 2802: 60 kg

• HXF 3302: 105 kg

Option



SAFETY: Stand for vertical mounting

Stand for vertical mounting:
• Only required for the Barrier Mower RI 

and Weed Clearing Brush BR series

• Standard for HXF Tele models

Option

23022802 & 3302



ERGONOMICS: Mechanical cutting angle control

Mechanical cutting angle control:
• Adjustment of cutting angle through the 

top bar. 110º is possible

• Simple solution for tasks that do not 

require constant adjustment



ERGONOMICS: Hydraulic cutting angle control

Hydraulic cutting angle:
• Requires 2 x DW 

• Change cutting angle on the go

• 110º adjustment is possible

Option



ERGONOMICS: Hydraulic cutting angle (incl. E-control)

Hydraulic cutting angle incl. E-control:
• EL-justering af klippevinkel, 110º mulig 

• EL aktivering af redskabet

• Simpel tilslutning af redskab – kun 1 DV 

• Mulighed for ændre klippevinkel samme tid med drift af 

redskab (kræver stor oliemængde gennem et udtag)

Option



ERGONOMICS: E-control - TELE

Hydraulic cutting angle incl. E-control:
• Electrical adjustment of cutting angle (110º) 

• Electrical activation of the tool

• Electrical extension or reduction of the arm

• Simple connection to the tool – Only 1 DW

• Change cutting angle on the go (requires a large amount 

of oil flow through an outlet)

• ATTENTION: Only available with E-control

Option



ERGONOMICS: Mechanical folding

Step 1: 
Remove the pin

Step 2:
Unfold the arm

Step 3: 
Insert the pin in

the cylinder of the AHS



EFFICIENCY: Automatic hydraulic break-back (AHS)

Automatic hydraulic break-back:
• 45º exposure is possible

• Break-back with pre-pressure

• Ensure long life for the machine



EFFICIENCY: Oil flow divider

Oil flow divider:
• Secure the tool against excessive pressure

• Longer life for the oil engine

• Set to the right pressure from our factory

• Built-in anti-cavitation valve



EFFICIENCY: Hose set of 8.5 m Option

Hose set of 8,5 m:
• For front loaders with only 1 DW outlet

• Run the operation of the saw from the 

tractor’s remote socket in the rear and use 1 

DW from the front loader’s outlet to the 

hydraulic cutting angle adjustment

• The set contains – Pressure, return and drain



EFFICIENCY: Mounting options – HXF 2302

Machine OPTE no. 2302

EURO 4000 Std.

Volvo L20F 557.8 X

Schäffer (old) 4001 X

Schäffer telescopic 4002 X

Avant 4003 X

Weidemann 4004 X

Trima 4005 X

Giant 4006 X

Bobcat, Kubota & Stoll 4007 X

Machine OPTE no. 2302

Schäffer, small 4008 X

Kramer, small 4010 X

Stensball/Trima 4011 X

John Deere Compact front loader 4012 X

A-frame 4013 X

Stiegel / Uni loader 4014 X

Case 221F 4015 X

Mailleux 4016 X

CAT 906H 4138 X

BRACKETS

EQUIPMENT

View more on:

www.GreenTec.eu

https://greentec.eu/da/hegnsklipper-til-minilaesser-hxf-2302


EFFICIENCY: Mounting options – HXF 2802

Machine OPTE no. 2802

EURO 577 Std.

Manitou 308.1 X

NH telehandler 308.2 X

JCB Q-fit 308.3 X

CLAAS telehandler 308.4 X

Merlo telehandler 308.5 X

Volvo 308.6 X

Faucheaux 577.1 X

Trima/Wille 577.2 X

Machine OPTE no. 2802

Weidemann 577.3 X

Volvo L30/35 577.4 X

Schäffer, small 577.5 X

Schäffer, large 577.6 X

JCB 407 AGRI 577.7 X

Skid Steer bracket 4051 X

JCB v1 4057 X

Kramer 4251 X

BRACKETS

EQUIPMENT

View more on:

www.GreenTec.eu

https://greentec.eu/da/hegnsklipper-til-minilaesser-hxf-2302


EFFICIENCY: Mounting options – HXF 3302

Machine OPTE no. 3302

EURO 4047 Std.

Manitou 4041 X

New Holland 4042 X

JCB Q-fit 4043 X

CLAAS 4044 X

Merlo 4045 X

MZ3 Merlo 4045.1 X

Volvo 4046 X

Volvo, large 4046.1 X

Bobcat telehandler 4048 X

Machine OPTE no. 3302

New Holland LB115 4049 X

JD telehandler 4050 X

Skid steer bracket 4051 X

CAT telehandler 4052 X

Kramer, small 4053 X

Schäffer 4054 X

MX/Maleux 4055 X

JLG/Deutz 4056 X

Kramer, special 4251 X

Kramer, large 4259 X

BRACKETS

EQUIPMENT

View more on:

www.GreenTec.eu

https://greentec.eu/da/hegnsklipper-til-minilaesser-hxf-2302


Multi Carrier FOX

FOX – New Multi Carrier:
• Attachment frame to the affordable segment

• Flexible solution - Possibility of front / rear, 

right / left mount, in the same machine

• Manual telescopic arm – 4 levels

• Mounting with cat. 1/2 or with loader brackets 

like the HXF

• Cat. 1/2 OR EURO-brackets as standard

• Oil flow divider included



Multi Carrier FOX

FOX:
• Delivered unassembled

• Build yourself, choose front / rear - right / left

• Save money by self-assembly

• Assembly time about 2 hours



Multi Carrier FOX

FOX:
• Support legs for parking the machine

• RI 80 can remain mounted on the FOX when 

parked. Fold the tool into the working position, 

but leave the telescopic arm in the inner hole



Multi Carrier FOX

MODELS FOX

Mounting options Loaders and tractors

Reach from center of vehicle to RI 80 (m) 1.28 – 1.88

Minimum oil flow (l/min) 25

Alternative oil flow (l/min) 40

Weight (kg) 115



Multi Carrier FOX

Oil flow divider:
• Ensure that the oil motor on the tool does not 

receive too much flow in relation to the need

• The oil engine has long life due to correct oil 

supply and pressure

• 25 or 40 liters, depending on gear



Multi Carrier FOX

Lift suspension cat. 1/2 Loader brackets



Mounting options – FOX

Machine OPTE no. FOX

EURO 577F X

3-point suspension 1257 X

Manitou 308.1F X

NH telehandler 308.2F X

JCB Q-fit 308.3F X

CLAAS telehandler 308.4F X

Merlo telehandler 308.5F X

Volvo 308.6F X

Faucheaux 577.1 X

Trima/Wille 577.2F X

Machine OPTE no. FOX

Weidemann 577.3F X

Volvo L30/35 577.4F X

Schäffer, small 577.5F X

Schäffer, tele 577.6F X

JCB 407 AGRI 577.7F X

Bobcat 308.7F X

JCB v1 4057.1 X

Kramer 4251.1 X

Giant 4231 X

Terex TL80-100-120 4275.2 X

Avant 577.9F X

BRACKETS

EQUIPMENT

View more on:

www.GreenTec.eu

https://greentec.eu/da/hegnsklipper-til-minilaesser-hxf-2302


TOOLS:



TOOLS: Limb trimming

TOOLS RM 232 LRS 1402 LRS 1602 LRS 2002 LRS 2402 Twinsaw
LRS 2002

Twinsaw
LRS 2402

HX 170 HX 230 HX 270

Working width (m) 2.3 1.4 1.6 2.0 2.4 4.0 4.8 1.7 2.3 2.7

Weight (kg) 310 48 110 198 239 510 600 180 220 260

Max. branch thickness (cm) Ø4 Ø10 Ø12 Ø16 Ø21 Ø16 Ø21 Ø11 Ø11 Ø11

Max. driving speed (km/h) 4 5 5 5 5 5 5 2 2 2

Min. oil flow (l/min./oil pressure) 50/180 25/190 40/190 50/180 50/180 2x50/180 2x50/180 50/190 50/190 50/190

Alt. oil flow (l/min./oil pressure) - - - 85/150 85/150 1x100/180 1x100/180 - - -

MOUNTING OPTIONS

FOX - - - - - - - - - -

HXF - 2302/2802 2802/3302 3302 - - 3302 -

SCORPION 6/8 4 6/8 - - 6/8



TOOLS: Hedge trimming

TOOLS HL 152 HL 182 HL 212 HL 242 RC 102 RC 132 RC 162 HS 172 HS 212 HS 242

Working width (m) 1.5 1.8 2.1 2.4 1.0 1.3 1.6 1.7 2.1 2.4

Weight (kg) 60 64 68 72 100 150 200 120 132 145

Max. branch thickness (cm) Ø4 Ø4 Ø4 Ø4 Ø2 Ø3 Ø4 Ø6 Ø6 Ø6

Max. driving speed (km/h) 2 2 2 2 2.5 2.5 2.5 5 5 5

Min. oil flow (l/min./oil pressure) 20/190 25/190 25/190 25/190 25/190 40/190 50/180 40/190 50/190 50/190

Alt. oil flow (l/min./oil pressure) 32/190 40/190 40/190 40/190 - - - - - -

MOUNTING OPTIONS

FOX - - - - - - - - - -

HXF 2302/2802 2802/3302 - 2302/2802 2802/3302 3302 2802/3302 3302

SCORPION 4 6/8 4 6/8



TOOLS: Grass and brush mowing

TOOLS FR 92 FR 112 FR 122 FR 162 GT 135 GT 155 RI 60 RI 80 S 165 S 190 S 210 S 240

Working width (m) 0.9 1.1 1.2 1.6 1.35 1.55 0.6 0.8 1.65 1.9 2.1 2.4

Weight (kg) 138 144 320 360 410 460 45 60 70 82 92 102

Max. branch thickness (cm) Ø4 Ø4 Ø4 Ø4 Ø7 Ø7 - - - - - -

Max. driving speed (km/h) 5-7 5-7 5-7 5-7 5 5 3 3 3 3 3 3

Min. oil flow (l/min./oil pressure) 40/210 40/210 85/230
85/315

85/230
85/315

85/280 85/280 40/190 40/190 34/180 34/180 34/180 34/180

Alt. oil flow (l/min./oil pressure) - - - - 110/300 110/300 25/190 25/190 - - - -

MOUNTING OPTIONS

FOX - - - - - - FOX - - - -

HXF - - - - - - 2302/2802 - - - -

SCORPION 4 6/8 6/8 8 PLUS - - 4/6/8 6/8



TOOLS: Miscellaneous

TOOLS BR 70 BR 90 LG GR 70

Working width (m) 0.7 0.9 - 0.65

Weight (kg) 55 230 220

Max. branch thickness (cm) - - - -

Max. driving speed (km/h) 1 1 1

Min. oil flow (l/min./oil pressure) 25 50 40 60

Alt. oil flow (l/min./oil pressure) 40 - - 70

MOUNTING OPTIONS

FOX - - - -

HXF 2302/2802 - - -

SCORPION - 6/8 6/8 6/8



MAINTENANCE

Maintenance:
• Lubricating points according to 

instructions

• Check nails and bushings for veils

• The machine is checked for errors, 

defects or damage

• Check for leaks from oil hoses and flow 

divider



FOR GREENTEC PRODUCTS

After-Sales Service:
• Phone: +45 76 33 36 90

• E-mail: service@greentec.eu

• Complaint cases are submitted on the extranet:

https://greentec.eu/en/extranet/complaints/

2 years warranty:
• 1. year:

100% warranty (except wear parts)

• 2. year:

Factory warranty on manufacturing defects 

mailto:service@greentec.eu
https://greentec.eu/en/extranet/complaints/


WEBSITE

Link to website with technical information.

https://greentec.eu/en/extranet/spareparts

https://greentec.eu/en/extranet/spareparts


SPARE PARTS FROM GREENTEC

Spare Parts Department:
• Phone: +45 76 33 36 99

• E-mail: parts@greentec.eu

• Opening hours (CET):

• Monday to Thursday: 7:30 – 16.00

• Friday: 7:30 – 15:00

mailto:parts@greentec.eu
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